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8121210C-AI Model: WRT110

Specifications
Model	 WRT110

Standards	 IEEE 802.11g, IEEE 802.11b, IEEE 802.3, IEEE 802.3u

Ports	 Internet, Ethernet (1-4), Power

Buttons	 Reset, Wi-Fi Protected Setup

LEDs	 Power, Ethernet (1-4), Internet, Wireless, Wi-Fi Protected Setup

Cabling Type	 CAT 5e

No. of Antennas	 2 internal antennas

Detachable (Y/N)	 No

RF Power (EIRP) in dBm	 16.5 dBm

Antenna Gain in dBi	 1.8 dBi

UPnP able/cert	 Able

Security Features	 Stateful Packet Inspection (SPI) Firewall, Internet Policy

Wireless Security	 Wi-Fi Protected Access™ 2 (WPA2™), WEP, Wireless MAC Filtering

Security Key Bits	 128 bits

Environmental
Dimensions	 7.99" x 1.38" x 6.30" (203 x 35 x 160 mm)

Weight	 9.52 oz  (0.27 kg)

Power	 12V, 1A

Certification	 FCC, UL, ICES-003, RSS210, CE, Wi-Fi (802.11b, 802.11g), WPA2, 	
	 WMM, Wi-Fi Protected Setup

Operating Temp.	 32 to 104°F (0 to 40°C)

Storage Temp.	 -4 to 140°F (-20 to 60°C)

Operating Humidity	 10 to 85% Noncondensing

Storage Humidity	 5 to 90% Noncondensing

Package Contents
RangePlus Wireless Router        •	

Setup software and user guide on CD-ROM        •	

Quick installation guide        •	

Network cable        •	

Power adapter•	

Minimum Requirements
Internet Explorer 6, Firefox 2, or Safari 3 or higher for browser-based configuration        •	

CD-ROM drive        •	

LELA software and Setup Wizard require Windows XP, Vista, or Vista 64-bit edition with •	
latest updates        

Setup Wizard also runs under Mac OS X 10.4 or higher        •	

Wired or wireless network adapter   •	

Features

Complies with IEEE 802.11b and •	
802.11g standards

Blazing fast wireless speeds for •	
high bandwidth applications 
such as video streaming or file 
sharing

All LAN ports support auto-•	
crossover (MDI/MDI-X) - no need 
for crossover cables

Device can be placed •	
horizontally or wall-mounted	


